
Eco Showers.
The Eco range offers the exceptional 

performance you expect of a Triton shower 

but with a focus on water efficiency. All 

options offer a suitable maximum flow rate 

whether you have a high or low pressure 

system. Available in an electric model or 

2 stylish mixer variations these showers can 

almost halve water usage, when compared to 

a conventional mixer. So whether you have 

a water meter and are looking for a cost 

effective solution or are looking to the future 

and making a greener choice, you can make 

savings that really do add up.  
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The table below shows the water savings allowed by the  
Triton Eco range when compared to a conventional mixer 
shower. Over the lifetime of a shower, this represents  
substantial water savings.

*(Per person per day) assuming one 5 minute shower 67

The New Eco Range

Unichrome Dart Eco
	 Available in the same robust exposed or 
circular built-in designs as the standard  
Dart mixer showers, this Eco model has an 
integrated flow regulator to deliver a  
maximum flow rate of 9 litres per minute. 
Either unit is matched with an all chrome  
riser rail and 5 spray pattern showerhead.

Unichrome Dove Eco
	 Our ecological bar mixer is the same  
design as the standard Dove model but its 
sleek body houses a fixed flow regulator  
that cannot be altered delivering a maximum 
flow of 6 litres per minute. The chrome bar is 
complemented by an all chrome riser rail  
and 3 spray pattern showerhead.

T80Z Eco Electric
	 This unit offers a stylish solution for 
anyone looking for an electric shower with 
an ecologically responsible flow rate of 
below 6 litres per minute. The shower’s  
neat white fascia is complemented with a 
white and chrome riser rail and a 5 spray 
pattern showerhead. 

Shower  
type

Litres  
per min

Total usage*

Conventional 
mixer

12

60

Triton 
T80Z Eco

6

30

Triton 
Dove Eco

6

30

Triton 
Dart Eco

9

45

Unichrome Dart Eco 
Code: ECODATHCM

Unichrome Dove Eco 
Code: ECODOTHBM

T80Z Eco  
White/Chrome   
Code: ECO8008Z – 8.5kW


